
Frameless Installation Guide



TOOLS
Stud Finder, Level, Pencil, Tape Measure, Electric Drill, Drivers.

Bio-Canvas installations are best accomplished with a minimum of two people.

Bio-Canvas Frameless Installation Guide 

There are 3 panel sizes for green moss, 12” x 24”, 24” x 24” and 24” x 48”: There is 1 panel size for Pole Moss, 24” x 24”. 
Wall Fasteners (*Drywall Standard) are provided with panels

Forest Green Moss

B. Installation can be done from left to right.  The 
first frame will be the bottom left frame.  Using a 
level and a pencil, make a vertical line where the 
left side will go and a horizontal line where the 
bottom will go.

C. Screw through the moss panel and into the 
wall where the stud is located. If possible, avoid 
screwing on the top of a pole moss mound. 

COMPONENTS

INSTALLATION

Identify the size of your Bio Canvas panel(s) before 
selecting the wall you want to mount it on. The 
first panel will determine the location of the other 
panels. The panels are mounted flush against one 
another.

A. Using the stud finder, check and mark the 
location of studs.  

NOTE: Frameless moss panels MUST be attached 
to a stud for proper installation. 

Medium Green MossLime Green Moss

D. Continue installing the rest of your frameless 
panels, according to your design, making sure each 
panel is attached to a stud.

Pole Moss
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